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NOTES

1. OTHER WARNING SIGNS, SUCH AS LOOSE GRAVEL,

TRUCK CROSSING, BUMP,

ABRUPT LANE EDGE,

ETC.

SHALL BE USED AS NECESSARY ALONG WITH ADVISORY

SPEED SIGNS.

2. ADVISORY SPEED SIGNS ARE DETERMINED

BY THE ENGINEER.

3., FLOODLIGHTS SHALL BE PROVIDED TO MARK
FLAGGER STATIONS AT NIGHT.
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¥ Sign G20-1 shall be used when the
work area length exceeds 2 miles.

RuralRoads 45/65 MPH 500'+-
Urban Arterials & 35/40 MPH 350 +-
RuralRoads

Rural Roads

Urban Streets 25/30 MPH 200" +-
Residential Areas &

Business Districts

Allsigns are black on orange

unless otherwise designated.

[EXPIRES NOVEMBER 23, 2003 |

PAVING
OPERATIONS
NON-WORKING HOURS

STANDARD PLAN K-8

SHEET 1 OF 1 SHEET

APPROVED FOR PUBLICATION
Harold J. Peterfeso 12-20-02

NOTE: THIS PLAN IS NOT A LEGAL ENGINEERING DOCUMENT BUT AN ELECTRONIC DUPLICATE.
THE ORIGINAL, SIGNED BY THE ENGINEER AND APPROVED FOR PUBLICATION, IS KEPT ON FILE
AT THE WASHINGTON STATE DEPARTMENT OF TRANSPORTATION. A COPY MAY BE OBTAINED
UPON REQUEST.

STATE DESIGN ENGINEER DATE

A
Washington State Department of Transportation
/4




